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If you get in trouble out in the water, there is a simple way to self rescue yourself.

Firstly kill the kite’s power with the flag out system by releasing the chicken loop. The kite will flag out and drop to the 
water.

Lines are dangerous in this situation so make sure you wind the flag out frontline around the bar at least 10x to disable 
the kite. Then wrap all the lines together onto the bar as you normally would. You will end up at the kite ideally with the 
lines wrapped tightly and neatly on the bar. Make a few half hitches to secure the lines.

Once you have got hold of the kite you can drop the bar. When you have reached the kite, take hold of the SELF 
RESCUE handles that are situated near the struts on each wingtip. Hold both self rescue handles to use the kite as a sail 
to get back to shore safely.

Pull the trimmer line down to depower the kite. This is 
needed if you are overpowered, for unhooked riding, or if 
you are walking back up the beach. 

Release the trimmer line away from you to increase kite 
power. To release the line from the teeth make sure you 
first pull down which unlocks the line from the teeth, then 
out to release the line the desired amount. 

The  bar is sold with the correct factory settings however kite lines do stretch with the power lines taking the full load. 
Unwind the lines from the bar and have a partner hold the bar. Taking hold of the opposite ends check the lines are of 
equal length. If the lines are not even you may either:

1) Stretch out the shorter lines. Attach the shorter lines to a car hitch or something very solid. Then take hold of the bar 
and pull with enough force to stretch the line. Do this to any lines that are shorter and re-check that all 4 lines are equal 
length. 

2) Use rear leader line trimmers. 
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packing 
packing

1: �Detach the flying lines from the kite, and wrap them around the bar ends in a figure of eight. Use the elastic line 
retainers on the bar ends to keep them held in place.

2: �To deflate the kite first release all one pump plastic clips. Then gently open the OUT valve on the leading edge. This 
large valve dumps the air quickly from the kite. 

3: �Roll the upwind tip in to the center. Then roll the opposite side and fold the kite in 3 sections from trailing edge to fit 
in bag.
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care &  
maintenance

Kites are very technical products and are used in the harsh marine environment. If you use common sense and care for 
your equipment it will look after you and keep its factory trim for hundreds of hours.

Never pump up your kite on a rough surface which may have sharp objects. 

Be very careful with your flying lines. If you catch them on a rock or sharp object thoroughly check each one and we 
recommend you replace your lines. Also make sure there are no knots in the lines. Knots weaken the line by up to 50%. 

Once you have pumped up secure your kite with sand or use sandbags like the one provided with this kite – Do not use 
heavy objects or even your board, the fins have been known to rip kites.

Never leave your kite on the beach un-used for long periods of time in the sun and wind. The trailing edge flapping and 
sand hitting the sail cloth will severely shorten the kite’s life. UV also shortens the lifespan of a kite so pack away when 
not using your kite. 

Never pack away your kite wet, only when 100% dry – This will damage the cloth and its coatings and may lead to dye 
running. This is not valid for warranty. 

Never leave your kite inside your car in direct sunlight.
 
Wash your bar, lines and kite after every session in fresh water when used. 

When inflating the bladders always inflate slowly and ensure the bladders are inflating correctly in the struts or leading 
edge. If you see a twist or something looks strange STOP pumping immediately and check bladders. They may need 
re-inserting to ensure they inflate properly. WIND
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turbulence

clean wind

safety
first We supply a repair kit with the following contents: 

1. A4 pieces of sail cloth 
2. A4 piece of Dacron 
3. 1 x length of 50mm wide sticky black repair tape 
4. 6” x 3” Tear-Aid bladder repair patch 
5. 2 Alcohol wipes
6. One pump clip / hose / zip ties
7. Spare elasticised through the bar flag out line
8. Spare upper cleat trim line
9. Spare bladder valve plug
If you have a major repair like a tear across sail panels or the struts or leading edge take the kite to your local sail repair 
shop. For minor tears you can easily fix this yourself with the repair kit we supply with the Kite.

1. Make sure you clean and thoroughly dry your kite.
2. �Choose a clean and dry area to lay your kite out. Ideally a non-abrasive place protected from the wind.
3. �Clean the sail area where you have the rip and cut the sail repair sticky-back material so it fits over the rip by at least 3 

cm in all directions. Make sure the patch you cut out has rounded corners. 
4. �You need to make 2 patches to stick onto both sides of the rip. Peel of the backing and lay down the patch making 

sure the sail is flat and no air or creases are made as you stick the patch down. 

Refer to our website, www.flyozone.com,  under the “INFOZONE” tab for a video with full instructions.
Ride safe and have fun.
Team Ozone

canopy

STRUT BLADDERS

You are responsible for the safe operation of your kite at all times. 
• �We recommend you learn to kite with a qualified kite instructor. 
• �Learn to fly your kite in light winds (Under 12kph) until you are 100% competent with flying your kite and 

operating the safety systems. 
• �Always use protective equipment; helmet, knee/elbow pads, gloves and buoyancy aids if kiting on water. 
• �Never underestimate the power a kite produces or how quickly the weather conditions can change.


