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ReveRse ReLaunCh: baR

ReveRse ReLaunCh: hanDLes
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2.  Or stall the kite by applying the brakes. With practise you can land the kite exactly where you want 
it.You can secure your kite to the ground downwind of you by placing the loops to the bottom of the 
handles over a stake , this keeps the brakes on. You can then also put sand or snow on the kite if you 
are having a rest.
Warning : Never leave a kite unnattended.
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Reach forward and grab the brake handle and pull it until you see the kite relaunching.
As the kite reverses off the ground, keep holding the trimmer and turn the bar at the same time.
This helps fl ip the kite over ready to re-launch.
Then simply follow the infl ation and launch procedure to re fl y.
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Apply maximum brakes. The kite will reverse of the ground. 
By slightly releasing one brake the kite will fl ip over, then apply brakes equally again so the kite can stall 
to the ground ready to relaunch.
This takes practice and skill to master.
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Once your kite is landed and safely secured with sand, wrap the lines in a fi gure of 8 around the bar 
horns or around the handles as shown in the pictures. You can also use the supplied winder.(Important 
tip : unwrap the lines the same way or you will get twists in lines). When you arrive 50cm from the kite 
make a “half-hitch” with the lines around the bar or the handles to keep them tidy, as in the pictures.
Use the kite killers to help secure the lines.Fold your kite from the tips to the centre.Roll the sail from 
the trailing edge to the leading edge. Once your kite is folded, put it in the bag. If wet or sandy, wash in 
fresh water and leave to dry.

Dry your kite after use away from the sun and direct heat. Never Leave a wet kite in its bag.
Store your kite in a dry place out of the sun. Never wash or clean it with detergent.
Always ensure your kite is stored completly dry.
It is imperative that you inspect all you equipment before and after every use.  Immediately replace any 
worn or damaged parts with original parts only. A major failure could lead to serious injury or death.

pRe anD pOst use CheCK List.
•  Chicken Loop Line: Check for abrasion, if it’s damaged change it immediately. 
•  Lines: check them every time you wind and unwind the line. If one of them is damaged, change the 

corresponding pair. 
•  speed system: check the pulleys and lines for abrasion, if it’s damaged change them immediately. 

Speed system lines MUST be changed after every 100 hours fl ying time.
•  bridle Lines: check no lines are damaged. If so, contact your dealer and change them. 
•  sail: check there are no holes or tears in the sail. If your sail is torn, you can repair it with the sticky 

cloth, provided in repair kit. 

To repair the sail, make sure it is dry. Prepare two pieces of sticky cloth, one for each side of the 
damaged area. The patch should cover the hole by at least 2cm all round. Lay fl at and stick on 
both sides. 
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iMportant:  to avoid a line-nightmare make sure you are meticulous with winding away 
your lines tightly on the bar, handles or line winder supplied.Wind away your 
lines carefully to avoid tangles!Lines can damage very easily. treat them with 
respect, they are your lifeline.
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